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RYK-9115

MPEG4 Alarm Clock Recorder

L Features
- The Recorder is built-in with MPEG4-SP video.
- It supports video recording and playback operation.
- Full Clock Functions.
- Video data are recorded directly on the SD card with
FAT16/ 32 file (ASF file format).
- For 1 GB SD card, the record time is about 5 hours at Medium.
- Quality for 12 fps @ 640 x 480.
- Use anywhere, the device supports either DC power adaptor.

All-in-One Security System

L Storage Capacity

25/08/2010 11:15:09
- —

Unit : Minutes
640x480@12 IPS 320x240@30 IPS
High 190 100
Medium 320 420
Low 400 640
Approx. for recording motion movie with 2GB Card Recorded directly on the SD card

I Specification

| RYK-9115

Codec MPEG4-SP ASF File Format

Record Frame Rate 1,2, ..., Maximum fps Selectable ; Maximum: 30 fps@320x240 / 12 fps@640x480

Record Quality Low / Medium / High
Video

Output 1 CH Composite Video Line Out

Format NTSC or PAL (Software Control)

Compression MPEG4
Storage Media SD Card (FAT16/ 32) MAX FILES: 16384 FILES

Mode Manual / Schedule (Motion Detection / Continue)
Record Resolution CIF, VGA

Frame Rate 30 IPS, 12 IPS

Quality High, Medium, Low
Motion Detection Setting Multiple Blocks and Adjustable Sensitivity
Event Search Function Property and First Image of Selected File is Displayed
Playback Function Play / Fast Forward / Fast Rewind / Pause / Step Forward / Step Backward
Playback Speed 1X /12X /14X /8X /16X /32X
Multi-Language Multi-Language

Display Vacuum Fluorescent Display / Four 7-Segment Res LED Displays
Clock 12 Hour Clock Function (1t0 12 & PM 1to 12)
Alarm Alarm Time Setting / Alarm On-Off / Snooze

Power Supply DC 12v
Dimensions 192 mm (L) x 56.5 mm (W) x 94 mm (H)
Operating Environment 30%~80% RH, 5°C~45°C(41°F~113°F)
Storage Environment 30%~90% RH, 0°C~50°C(32°F~112°F)

***The time setting of clock and recorder within this machine is not synchronous! Please adjust them respectively.
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